[image: image1.emf]
FERMILAB
AD/Cryogenic Department

April 6, 2009
To:
H. Carter
From:
J. Theilacker for the 3.9 GHz Cryomodule ORC Review Committee
Subject:
Review of the 3.9 GHz Cryomodule ORC Documentation
We have gone through the initial documentation for the 3.9 GHz Cryomodule Operational Readiness Clearance. Our comments have been compiled in the attached table.
	No.
	Location
	Comment
	Resolution
	Panel
Response

	1
	3.9 GHz Cryostat Pressure Specification
	This document should become an overall project specification, not just a pressure specification.
	
	 FORMCHECKBOX 



	2
	3.9 GHz Cryostat Pressure Specification
	Add x, y and z g load specification and reference the Cryomodule Shipping Specification.
	 
	 FORMCHECKBOX 



	3
	3.9 GHz Cryomodule Hazard/Risk Analysis
	A section on forces should be added to the mechanical category (3.3) This section should show the results of AAC39 Piping Mechanical Loads and should reference the document.
	
	 FORMCHECKBOX 



	4
	3.9 GHz Cryomodule Hazard/Risk Analysis
	Table 1: The latent heat of helium at the relieving pressure of 1.7 bar is 15.1 J/g.
	
	 FORMCHECKBOX 



	5
	3.9 GHz Cryomodule Hazard/Risk Analysis
	Table 1: Reference the Lehmann and Zahn paper for the heat flux values.
	
	 FORMCHECKBOX 



	6
	3.9 GHz Cryomodule Hazard/Risk Analysis
	The FLASH and CMTB feed and end cans do not have vacuum reliefs as described. Change wording to reflect the actual arrangement, which is a vacuum relief on ACC1 in FLASH and DESY will need to add a vacuum relief specially for ACC39 for testing in CMTB.
	 
	 FORMCHECKBOX 



	7
	3.9 GHz Cryomodule Hazard/Risk Analysis
	Remove the stored energy section, since it is misleading and adds no value.
	
	 FORMCHECKBOX 



	8
	3.9 GHz Cryomodule Hazard/Risk Analysis
	Add hazard associated with FLASH burning a hole in a cavity. Mitigation will be the FLASH beam safety systems and beam vacuum relieving.
	
	 FORMCHECKBOX 



	9
	3.9 GHz Cryomodule Hazard/Risk Analysis
	Add section for beam vacuum reliving.
	
	 FORMCHECKBOX 



	10
	3.9 GHz Cryomodule Hazard/Risk Analysis
	Additional hazard due to abnormal configuration. Add a section pointing out the exposure of two power couplers on the aisle side of FLASH. Suggest a mitigation strategy.
	 
	 FORMCHECKBOX 



	11
	3.9 GHz Cryomodule Hazard/Risk Analysis
	Reword these sentences: “FLASH installation will not be over-pressurized in the event of a failure of any of the ACC39 pressure containing components. The hazards associated with the installation and operation of ACC39 are actually less than those associated with the operation of a 1,3 GHz cryomodule ….” To better describe the justification for the statement. DESY personnel stated that the relieving “unit” was designed for up to ten 1.3 GHz cryomodules. One of these relief units will be used to protect ACC1 and ACC39.
	 
	 FORMCHECKBOX 



	12
	ACC39 Interface Specification
	Add specifications for the interconnect bellows to this document, since it influences the axial forces. 
	
	 FORMCHECKBOX 



	13
	ACC39 Interface Specification
	Page 4, top ¶: “to the to the” should be “to the”
“It is design” should be “It is designed”
	
	 FORMCHECKBOX 



	14
	ACC39 Interface Specification
	Page 6, 3. Beamline: 50 mbar should be clarified as a gauge pressure.
	
	 FORMCHECKBOX 



	15
	ACC39 Interface Specification
	Figure 3.2: Add VAT valve model number for completeness.
	
	 FORMCHECKBOX 



	16
	ACC39 Interface Specification
	Table 8.1: Add actual pipe interface variances following survey for at least x and y. Since the pipes are being supplied long, z variances may not have any meaning. Add them to pipes which will not be cut at DESY or if it is felt that actual flange z locations are useful for CMTB.
	
	 FORMCHECKBOX 



	17
	ACC39 Interface Specification
	Page 18: “taken for the model” should be “taken from the model”


	
	 FORMCHECKBOX 



	18
	ACC39 Interface Specification
	The first Figure 9.2 should be Figure 9.1


	
	 FORMCHECKBOX 



	19
	ACC39 Interface Specification
	9.3: “One the module” should be “Once the module”


	
	 FORMCHECKBOX 



	20
	ACC39 Interface Specification
	Are the tie rods across both vacuum bellows? If so, what about the end can plate deflection due to vacuum loading? I believe that we heard that DESY does not intend to double nut the end can side tie rods, but instead will only install the outer nuts to prevent transfer of forces due to end can plate displacement.
	
	 FORMCHECKBOX 



	21
	ACC39 Interface Specification
	Reference the assembly procedure for the FLASH clam shelled vacuum closure.
	
	 FORMCHECKBOX 



	22
	3.9 GHz Cryomodule Piping Mechanical Loads
	Figure 1 should be updated and made larger, possibly by making it landscape. This figure should also be in the ACC39 Introduction and Parameters document.
	
	 FORMCHECKBOX 



	23
	3.9 GHz Cryomodule Piping Mechanical Loads
	The write-up should accurately state that the bellows are welded under compression which adds a one sided force during installation.
	
	 FORMCHECKBOX 



	24
	3.9 GHz Cryomodule Piping Mechanical Loads
	Include actual x, y and z location variances in the analysis. The assumed 1 mm variance is unrealistically low.
	
	 FORMCHECKBOX 



	25
	3.9 GHz Cryomodule Piping Mechanical Loads
	Clarify the wording in the axial g load section. As stated, it seems that only half the weight was considered since only one of the posts is anchored in the axial direction.

	
	 FORMCHECKBOX 



	26
	3.9 GHz Cryomodule Piping Mechanical Loads
	The analysis appears to consider infinite stiffness once the first support is reached. It is likely that this is an unrealistic assumption.
	
	 FORMCHECKBOX 



	27
	3.9 GHz Cryomodule Piping Mechanical Loads
	Add post x, y and z load capacities to the document.
	
	 FORMCHECKBOX 



	28
	General
	It should be stated somewhere which of the 40/80K shield pipes is thermally isolated from the shield to prevent a supply to return thermal short.
	
	 FORMCHECKBOX 



	29
	Low Temperature Stresses
	Titanium grade 2 is a code material which does not recognize property enhancements below 40 C.


	
	 FORMCHECKBOX 



	30
	Cryomodule Shipping Specification
	Add metric units throughout.
	
	 FORMCHECKBOX 




