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Project name (line 1 from drawing title block) ILC CRYOMODULE 
 
Drawing number  Rev  Description (lines 2 and 3 from drawing title block) 

812765  A  HELIUM VESSEL – G3 He VESSEL ASSEMBLY 

812815  A  HELIUM VESSEL – G3 HELIUM VESSEL WELDMENT 

844675  A  HELIUM VESSEL – TUNER RING PIEZO END 

844685  A  HELIUM VESSEL – TUNER RING COUPLER END 

812995  A  HELIUM VESSEL – TUBE FLD PROBE END 

813005  A  HELIUM VESSEL – TUBE MC END 

813065  A  HELIUM VESSEL – INVAR ROD CLAMPING PIN 

813165  A  HELIUM VESSEL – ROLLER PAD WIDE 

813205  A  HELIUM VESSEL – CF FLANGE CUSTOM KNIFE EDGE 

844695  A  HELIUM VESSEL – VESSEL SUPPORT BRACKET 

844705  A  HELIUM VESSEL - SPANNER ROD 

813035  A  HELIUM VESSEL – PIPE SUPPORT PLATE 
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X Order (instructions in notes below) Task Numb
 Reference only 18.1.7.2.2.2.4
 Other (see notes below)  

 
Notes:  
Order - (20) G3 HELIUM VESSEL WELDMENTS  Part #81281
Order - (20) 2-PHASE PIPE ASSEMBLIES part #813155-A 
(1) of each part number is a required deliverable to Fermilab for a
each assembly is ordered. 
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813045  A  HELIUM VESSEL – PIPE BUSHING 

813155  A  HELIUM VESSEL – 2-PHASE PIPE ASSEMBLY 

813075  A  HELIUM VESSEL – PIPE CAP 

813085  A  HELIUM VESSEL – 2-PHASE PIPE 

813055  A  HELIUM VESSEL – SLIDING PIPE PIN 

863685  A  HELIUM VESSEL – 2-PHASE SUPPLY PIPE 

791535  A  HELIUM VESSEL – FLANGE CF KNIFE EDGE BODY 

813175  A  HELIUM VESSEL – SUPPORT PLATE ADAPTER 
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9.724±.039 OD

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED
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